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AMPERES
ABOVE COUNTER

ABOVE FINISHED FLOOR
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MAIN CIRCUIT BREAKER
MOTOR CONTROL CENTER
MOUNTING HEIGHT
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NIGHT LIGHT CIRCUIT
NORMALLY OPEN
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PROVIDE LABOR, MATERIALS, TOOLS, EQUIPMENT AND SERVICES FOR ELECTRICAL WORK INDICATED ON DRAWINGS.

PROVIDE ALL ADDITIONAL AUXILIARY EQUIPMENT SUCH AS CONDUIT SUPPORT DEVICES, BOXES, CLAMPS, ETC., NOT SPECIFICALLY SHOWN ON THESE DRAWINGS, BUT 
NECESSARY FOR A COMPLETE INSTALLATION.

ALL PENETRATIONS IN RATED WALLS SHALL BE SEALED WITH UL LISTED FIRE-STOP SEALANT IN ACCORDANCE WITH MANUFACTURER'S REQUIREMENTS AND UL 
ASSEMBLY LISTING. ALL OTHER CONDUIT RUNS FROM EXTERIOR SHALL BE SEALED WITH UL LISTED VAPOR STOP PUTTY.

COORDINATE WITH ALL OTHER TRADES PRIOR TO START OF WORK.

NEW MATERIALS INSTALLED SHALL CONFORM TO NEMA STANDARDS AND SHALL BEAR THE UL LABEL FOR APPLICATION USED.

WHERE NEW CONDUCTORS AND/OR CONDUIT SYSTEM ARE INSTALLED, LENGTH AND ROUTING OF CONDUCTORS AND/OR CONDUIT SYSTEMS SHALL BE DETERMINED IN 
THE FIELD BY THE ELECTRICAL CONTRACTOR.

ALL EMPTY CONDUITS SHALL CONTAIN PULL STRING (200LB TEST). ENDS SHALL BE CAPPED WITHOUT GLUE, TO PREVENT INTRUSION OF FOREIGN MATERIALS.

ALL WIRING INSTALLED SHALL BE THHN/THWN COPPER UNO.

PROVIDE PROTECTIVE COVERING OVER PANELS AND EQUIPMENT DURING CONSTRUCTION.

EACH BRANCH CIRCUIT SHALL UTILIZE A SEPARATE NEUTRAL CONDUCTOR. MULTI-WIRE BRANCH CIRCUITS WITH COMMON NEUTRAL WIRES SHALL NOT BE USED.

ALL EXPOSED CONDUITS SUBJECT TO PHYSICAL DAMAGE SHALL BE RIGID GALVANIZED STEEL TYPE.
 
ALL WORK, CONDUIT, ETC. SHALL BE PERFORMED/INSTALLED IN A NEAT AND WORKMANLIKE MANNER PER NECA 1 STANDARDS. ALL CONDUIT SHALL BE INSTALLED 
TIGHT TO BUILDING STRUCTURE AND PARALLEL OR PERPENDICULAR TO STRUCTURAL LINES. ANY DEVIATION OR ANY WORK DEEMED SLOPPY BY THE OWNER, 
ARCHITECT OR ENGINEER SHALL BE REMOVED AND REPLACED AT NO COST.

EQUIPMENT SHALL BE OF MATERIALS SUITABLE FOR AND NEMA RATED FOR THE ENVIRONMENT IN WHICH THEY ARE TO BE INSTALLED.

WORKING CLEARANCES FOR ELECTRICAL EQUIPMENT SHALL BE IN COMPLIANCE WITH NATIONAL ELECTRICAL CODE ARTICLE 110.

THE EXCLUSIVELY DEDICATED SPACE EXTENDING FROM FLOOR TO STRUCTURAL CEILING  OR 6' ABOVE THE EQUIPMENT, WHICHEVER IS LOWER, WITH A WIDTH 
AND DEPTH OF THE PANELBOARD, SWITCHBOARD, MOTOR STARTER, DISCONNECT SWITCH OR TRANSFORMER MUST BE CLEAR OF ALL PIPING, DUCTS, EQUIPMENT 
FOREIGN TO THE ELECTRICAL EQUIPMENT OR ARCHITECTURAL APPURTENANCES IN ACCORDANCE WITH NATIONAL ELECTRICAL CODE ARTICLE 110.26.
COORDINATE ALL FLUSH MOUNTED PANELS WITH HVAC DUCTS AND PIPING TO MAINTAIN EXCLUSIVELY DEDICATED SPACE PER NOTE ABOVE.

WHEN ELECTRICAL BOXES ARE LOCATED IN VERTICAL FIRE RESISTIVE ASSEMBLIES (CLASSIFIED AS FIRE/SMOKE AND SMOKE PARTITIONS), ALL OF THE FOLLOWING 
CONDITIONS SHALL BE MET:

ALL ELECTRICAL BOXES SHALL BE METALLIC.

BOX OPENINGS SHALL OCCUR ONLY ON ONE SIDE OF FRAMING SPACE.

BOX OPENINGS SHALL NOT EXCEED 16 SQUARE INCHES.

ALL CLEARANCES BETWEEN OUTLET BOX AND GYPSUM BOARD SHALL BE COMPLETELY SEALED WITH JOINT COMPOUND OR OTHER APPROVED MATERIAL.

PROVIDE A WALL AROUND OUTLETS LARGER THAN 16 INCHES SO THAT THE INTEGRITY OF THE FIRE RATING OF THE WALL IS MAINTAINED.

THE TOTAL AGGREGATE SURFACE AREA OF THE BOXES SHALL NOT EXCEED 100 SQUARE INCHES PER 100 SQUARE FEET.

OUTLET BOXES LOCATED ON OPPOSITE SIDES OF FIRE RESISTIVE ASSEMBLIES SHALL BE SEPARATED BY A MINIMUM HORIZONTAL DISTANCE OF 24 INCHES.

OUTLET BOXES SHALL BE SECURELY FASTENED TO WALL FRAME MEMBERS.

THE OPENING IN THE GYPSUM BOARD FACING SHALL BE CUT NOT TO EXCEED 1/8 INCH BETWEEN THE EDGES OF THE OUTLET BOX AND THE EDGES OF THE 
OPENING.

LOCATIONS OF EQUIPMENT SHOWN ON THE DRAWINGS WHICH REQUIRE ELECTRICAL CONNECTIONS AND ARE NOT PROVIDED UNDER DIVISION 26 ARE SHOWN 
APPROXIMATE.  COORDINATE EXACT LOCATIONS OF EQUIPMENT AND ELECTRICAL CONNECTIONS WITH APPROPRIATE TRADE PRIOR TO ROUGHING IN AND ROUTING 
CONDUIT.

COORDINATE EXACT LOCATIONS OF LIGHT FIXTURES IN LAY-IN AND DRYWALL CEILINGS WITH ARCHITECTURAL REFLECTED CEILING PLANS.

PROVIDE FINAL CONNECTIONS TO OWNER-PROVIDED EQUIPMENT INDICATED ON THE PLAN DRAWINGS REQUIRING HARD-WIRE CONNECTIONS.

VERIFY AND COORDINATE POWER AND DATA OUTLETS, AS WELL AS LIGHT FIXTURES WITH MECHANICAL AND OWNER-PROVIDED EQUIPMENT.

LIGHT SWITCHES SHALL BE MOUNTED 46" A.F.F. TO CENTERLINE OF DEVICE UNLESS OTHERWISE NOTED.

RECEPTACLES SHALL BE MOUNTED 18" A.F.F. TO CENTERLINE OF DEVICE UNLESS OTHERWISE NOTED. 

CONDUIT, RACEWAYS, BOXES, ETC. SHALL BE SPOT PAINTED PRIOR TO LABELING. CONDUITS SHALL BE IDENTIFIED WITH IN 6 INCHES OF THE BOX OR ENCLOSURE. THE 
ENTIRE BOX AND COVER PLATE SHALL BE PAINTED.

APPLY BANDS 10 FEET ON CENTER ALONG THE RACEWAY SYSTEMS.

ALL RECEPTACLES AND JUNCTION BOXES SHALL BE MARKED WITH CIRCUIT AND PANEL LABEL MARKERS.

RECEPTACLES AND OUTLETS NEAR FLOOR LEVEL SHALL BE 16 INCHES OFF THE FINISHED FLOOR ON THE BOTTOM AND 20 INCHES TO THE TOP.

ALL PRODUCTS USED ON THIS PROJECT MUST BE IN COMPLIANCE WITH THE MOST CURRENT APPLICABLE EDITION OF THE FLORIDA BUILDING CODE.

THE DOCUMENTS LISTED IN THE INDEX AND SPECIFICATIONS HAVE BEEN PREPARED TO BE IN COMPLIANCE WITH THE VERSION OF THE NATIONAL ELECTRICAL CODE 
(NFPA-70) AS REQUIRED BY THE FLORIDA BUILDING CODE.

NOTE: THESE ARE STANDARD SYMBOLS AND ALL MAY NOT 
APPEAR ON THE PROJECT DRAWINGS. REFER TO 
SPECIFICATIONS FOR MOUNTING HEIGHTS.

ARC-FAULT CIRCUIT INTERRUPTERAFCI

AHU AIR HANDLING UNIT
AFG ABOVE FINISHED GRADE

AHJ AUTHORITY HAVING JURISDICTION
AIC AMPS INTERRUPTING CAPACITY

ALCR AUTOMATIC LOAD CONTROL RELAY

CATV CABLE TELEVISION

CM CARBON MONOXIDE
COMM COMMUNICATION

CU CONDENSING UNIT

DL DAMP LOCATION

ECB ENCLOSED CIRCUIT BREAKER
EG EQUIPMENT GROUND

EM EMERGENCY CIRCUIT
EMT ELECTRIC METALLIC TUBING
ENT ELECTRIC NONMETALLIC TUBING
EWC ELECTRIC WATER COOLER
EWH ELECTRIC WATER HEATER

FA FIRE ALARM
FACP FIRE ALARM CONTROL PANEL
FBC FLORIDA BUILDING CODE
FFPC FLORIDA FIRE PREVENTION CODE
FT FEET

GFP GROUND FAULT PROTECTION

IG ISOLATED GROUND
INV INVERTER
IT INFORMATION TECHNOLOGY

LV LOW VOLTAGE

BAT BATTERY

MTS MANUAL TRANSFER SWITCH

NFPA NATIONAL FIRE PROTECTION AGENCY

OS OCCUPANCY SENSOR

PC PHOTOCELL

RMC RIGID METALLIC CONDUIT
RNC RIGID NONMETALLIC CONDUIT

SCA SHORT CIRCUIT CURRENT AVAILABLE

ST SHUNT TRIP

SE SERVICE ENTRANCE
SER SERVICE ENTRANCE RATED

SURF SURFACE

TC TIME CLOCK

TR TAMPER RESISTANT
TV TELEVISION
TX TRANSFORMER

UE UNDERGROUND ELECTRICAL

VFD VARIABLE FREQUENCY DRIVE

WG WIRE GUARD
WL WET LOCATION

COMPLIANCE STATEMENT

•
•
•
•
•
•

PLANS HAVE BEEN PREPARED IN COMPLIANCE WITH THE FOLLOWING CODES/STANDARDS: 
FLORIDA BUILDING CODE 2023, 8TH EDITION
FLORIDA BUILDING CODE 2023 - ENERGY CONSERVATION 8TH EDITION
NFPA 37 - STANDARD FOR THE INSTALLATION AND USE OF STATIONARY COMBUSTION ENGINES, 2021 EDITION
NFPA 70 - NATIONAL ELECTRICAL CODE, 2020 EDITION
NFPA 72 - NATIONAL FIRE ALARM & SIGNALING CODE, 2019 EDITION
FLORIDA FIRE PREVENTION CODE 8TH EDITION (2023)

LIGHTING

PARKING LOT OR ROADWAY HID FIXTURE - NORMAL POWER

UNIVERSAL MOUNTING EXIT LIGHTS, SINGLE AND DOUBLE FACED,
ARROWS AS SHOWN ON FLOOR PLANS

WALL MOUNTED LUMINAIRE, EMERGENCY POWER
(INTEGRAL BATTERY PACK)

WALL WASH LUMINAIRE - RECESSED

DOWNLIGHT LUMINAIRE - SURFACE MOUNTED, EMERGENCY
POWER (INTEGRAL BATTERY PACK)

WALL MOUNTED LUMINAIRE

WALKWAY BOLLARD

PARKING LOT OR ROADWAY HID FIXTURE - EMERGENCY POWER (VERIFY BRANCH OF 
ESSENTIAL ELECTRICAL SYSTEM WITH DRAWINGS)

INDUSTRIAL STRIP FIXTURE - EMERGENCY POWER
(INTEGRAL BATTERY)

LINEAR FIXTURE - WALL MOUNTED

INDUSTRIAL STRIP FIXTURE

SWITCHES

LOWER CASE SUBSCRIPTS INDICATE OUTLET CONTROLLED

SINGLE POLE SWITCH (UNLESS NOTED BY SUBSCRIPT)
*  (3) WAY (LV) LOW VOLTAGE SWITCH
   (4) WAY (LVD) LOW VOLTAGE DIMMER SWITCH
   (CF) CEILING FAN/LIGHT CONTROL (D) DIMMER SWITCH (1500W UNLESS NOTED)
   (K) KEY OPERATED
   (P) PILOT LIGHT INDICATION
   (T) SINGLE PHASE MOTOR STARTING SWITCH
   (OS) OCCUPANCY SENSOR
   (VS) VACANCY SENSOR   
   (WP) WEATHER PROOF

CONDUIT AND WIRE

CONDUIT CONCEALED IN WALLS OR ABOVE CEILINGS

CONDUIT CONCEALED UNDERGROUND OR IN SLAB

CONDUIT HOMERUN

CONDUIT EXPOSED ON WALLS OR CEILINGS

CONDUIT TURNED UP OR DOWN IN WALL

EXISTING CONDUIT

POWER CONDUITP

RECEPTACLES

*  (G) DUPLEX GFCI RECEPTACLE
    (EWC) ELECTRIC WATER COOLER, COORDINATE LOCATION WITH PLUMBING 

INSTALLER. LOCATE GFCI RECEPTACLE CENTERED UP UNDER COOLER.
    (WPG) DUPLEX GFCI WEATHER RESISTANT RECEPTACLE, WITH WHILE-IN-USE

WEATHERPROOF COVER
    (USB) RECEPTACLE; 2-POWER, 2-USB

DUPLEX RECEPTACLE, MOUNT 4" ABOVE COUNTER OR BACKSPLASH.
MAXIMUM 48" TO CENTER.

QUADRUPLEX RECEPTACLE IN TWO GANG BOX COVER.

QUADRUPLEX RECEPTACLE, MOUNT 4" ABOVE COUNTER OR BACKSPLASH.
MAXIMUM 48" TO CENTER.

DUPLEX RECEPTACLE FLUSH MOUNTED IN CEILING

SIMPLEX RECEPTACLE

DUPLEX RECEPTACLE TOP HALF SWITCHED

SPECIAL OUTLET, SUBSCRIPT INDICATES NEMA CONFIGURATION NUMBER
5-20R

POWER CONNECTIONS

JUNCTION BOX SIZED PER N.E.C. UNLESS NOTED
*  (ZD) HVAC EQUIPMENT MOUNTED ABOVE CEILING
   (VAV) HVAC EQUIPMENT MOUNTED ABOVE CEILING
   (VVT) HVAC EQUIPMENT MOUNTED ABOVE CEILING

FLOOR JUNCTION BOX

POWER POLE, SEE DETAIL FOR REQUIREMENTS.

WALL MOUNTED SHUNT TRIP STATION MOUNT AT 7'-0'' AFG FOR
OUTDOOR INSTALLATIONS AND 4'-0'' AFF FOR INDOOR INSTALLATIONS

TIME CLOCK

DOOR BELL

ELECTRIC WATER HEATER

MOTOR CONNECTION, MARK NUMBER WILL IDENTIFY
EQUIPMENT, EF, AHU, CU, ETC.  SEE MOTOR CONNECTION SCHEDULE.

NON FUSIBLE HEAVY DUTY SAFETY SWITCH, SIZE
AND NUMBER OF POLES ARE INDICATED.

FUSIBLE HEAVY DUTY SAFETY SWITCH, SIZE AND NUMBER
OF POLES ARE INDICATED.

30/3

30/3
25 3R

ENCLOSURE NEMA RATING

DISCONNECT SIZE, #POLES
FUSE SIZE

MAGNETIC STARTER.
*  (VFD) PROVIDE WITH VARIABLE FREQUENCY DRIVE CONTROLLER

 COMPATIBLE WITH VARIABLE FREQUENCY DRIVE.

COMBINATION MAGNETIC STARTER WITH A CIRCUIT BREAKER.
*  (VFD) PROVIDE WITH VARIABLE FREQUENCY DRIVE CONTROLLER

 COMPATIBLE WITH VARIABLE FREQUENCY DRIVE.

COMBINATION MAGNETIC STARTER WITH FUSIBLE
HEAVY DUTY SAFETY SWITCH.
*  (VFD) PROVIDE WITH VARIABLE FREQUENCY DRIVE CONTROLLER

 COMPATIBLE WITH VARIABLE FREQUENCY DRIVE.

ENCLOSED CIRCUIT BREAKER.

AUTOMATIC TRANSFER SWITCH - SEE RISER DIAGRAM

PANELBOARD, LOW VOLTAGE (120/208V) - SEE PANELBOARD
SCHEDULES AND RISER DIAGRAM

PANELBOARD, HIGH VOLTAGE (277/480V) - SEE PANELBOARD
SCHEDULES AND RISER DIAGRAM

DISTRIBUTION PANEL, SEE RISER DIAGRAM

POWER COMPANY METERING.

DRY-TYPE TRANSFORMER, SEE RISER.
FOR CHARACTERISTICS

TELEPHONE SYSTEM

TELEPHONE TERMINAL BOARD.
TTB

TELEPHONE OUTLET
*  (C) TELEPHONE OUTLET, BOTTOM IS AT 4" ABOVE COUNTER OR 
          BACKSPLASH. MAXIMUM 48" TO CENTER.
    (W) WALL TELEPHONE OUTLET, MOUNT 48" AFF 
           UNLESS NOTED OTHERWISE

TELEPHONE OUTLET IN FLOOR BOX

TELEPHONE OR POWER HANDHOLE

TELEPHONE SYSTEM RACEWAY/CABLET

*

TELEVISION SYSTEM

TELEVISION OUTLET
*

DATA DISTRIBUTION

COMBINATION DATA/TELEPHONE OUTLET, FLUSH WALL
MTD. 18" AFF UNLESS NOTED OTHERWISE
*  (#) PROVIDE COVERPLATE WITH NUMBER OF PORTS AS SHOWN.
   (C) MOUNT 4" ABOVE COUNTER OR BACKSPLASH
   (S) SURFACE WALL MOUNTED 18" AFF
   (W) RECESSED WALL MOUNTED 48" AFF

COMBINATION DATA/TELEPHONE OUTLET, FLUSH IN FLOOR BOX

DATA OUTLET, FLUSH WALL MTD. 18'' AFF UNLESS NOTED OTHERWISE
*  (#) PROVIDE COVERPLATE WITH NUMBER OF PORTS AS SHOWN.
   (C) MOUNT 4" ABOVE COUNTER OR BACKSPLASH
   (S) SURFACE WALL MOUNTED 18" AFF
   (W) RECESSED WALL MOUNTED 48" AFF
   (LAN) LOCAL AREA NETWORK OUTLET
   (POS) POS DATA OUTLET

*

DATA OUTLET, FLUSH IN FLOOR BOX

DOWNLIGHT FIXTURE - RECESSED, EMERGENCY POWER
(INTEGRAL BATTERY PACK)

UE UTILITY COMPANY CONDUIT

(C) TELEVISION OUTLET, BOTTOM IS AT 4" ABOVE COUNTER OR
      BACKSPLASH. MAXIMUM 48" TO CENTER.

BEAUTY BAR

CEILING FAN

DOWNLIGHT LUMINAIRE - RECESSED

LINEAR FIXTURE - WALL MOUNTED, EMERGENCY POWER

*

WALL MOUNTED EMERGENCY POWER OFF STATION MOUNT AT 7'-0'' AFG
INSTALLATIONS 

WALL MOUNTED PUSH BUTTON STATION MOUNT AT 7'-0'' AFG FOR
OUTDOOR INSTALLATIONS AND 4'-0'' AFF FOR INDOOR INSTALLATIONS.

INSTANTANEOUS WATER HEATER

*

*

**

**

SIMPLEX RECEPTACLE FLUSH MOUNTED IN CEILING

POWER COMPANY TRANSFORMER - UNLESS NOTED

FLOODLIGHT

POLE

SITE

GENERATOR -  SEE RISER DIAGRAM

*

DOOR BELL CHIME

FIXTURE - PENDANT MOUNTED

MANUAL MOTOR STARTER

DUPLEX RECEPTACLE SPLIT WIRED

WALL MOUNTED EXIT LIGHTS, SINGLE FACED

END MOUNTED EXIT LIGHTS, SINGLE AND DOUBLE FACED,
ARROWS AS SHOWN ON FLOOR PLANS

NOTE:
UPPER CASE LETTER INDICATES FIXTURE TYPE, SEE LIGHTING FIXTURE 
SCHEDULE AND DRAWINGS. LOWER CASE LETTER INDICATES SWITCH CIRCUIT.
(EM) DENOTES FIXTURE WITH BATTERY BALLAST

WALL OR CEILING MOUNTED VACANCY SENSOR, DUAL TECHNOLOGY, LOW VOLTAGE WITH 
POWER PACKS.  SENSOR SHALL CONTAIN AN AUXILIARY RELAY FOR HVAC CONTROLS EMS 
INTERFACE. LOWER CASE SUBSCRIPTS INDICATE OUTLET CONTROLLED.

2X2 LUMINAIRE - CEILING MOUNTED

2X2 LUMINAIRE - CEILING MOUNTED, EMERGENCY POWER

DOWNLIGHT LUMINAIRE - SURFACE MOUNTED

PHOTOCELL

SURGE PROTECTION DEVICE

T

G

HH

SS a,b

SS *

PE

TV

J

J

PB

SH

DB

TC

EPO

EWH

IWH

M
EF

ATS

M

T

SPD

*

*

*

NOTES:
1. ALL RECEPTACLES SHALL BE RATED 120V, 20A, U.N.O.
2. ALL 120V, 20A, RECEPTACLES LOCATED IN DAMP AND/OR WET 

LOCATIONS SHALL BE LISTED "WEATHER-RESISTANT" (TYPE WR).

Δ

WALL OR CEILING MOUNTED OCCUPANCY SENSOR, DUAL TECHNOLOGY, LOW VOLTAGE WITH 
POWER PACKS.  SENSOR SHALL CONTAIN AN AUXILIARY RELAY FOR HVAC CONTROLS EMS 
INTERFACE. LOWER CASE SUBSRCIPTS INDICATE OUTLET CONTROLLED.

OSOS

VSVS

PP POWER PACK

*

*

*

*

*

*

*

DUPLEX RECEPTACL

*

FLOOR BOX

FLOOR BOX.
SUBSCRIPT 'X' DENOTES TYPE. SEE TYPE DESCRIPTION AND REQUIREMENTS ON 
FLOOR PLAN.

PROVIDE POWER RECEPTACLES (DUPLEX/QUAD) AND POWER CONNECTIONS AS 
SHOWN ON DRAWINGS. MINIMUM 3/4"C FOR POWER. PROVIDE 1" CONDUIT FOR 
COMMUNICATION OUTLET AND 2" CONDUIT FOR A/V OUTLET.
PROVIDE ALL OUTLETS AS SHOWN ON FLOOR PLANS. SEE FLOOR PLANS FOR 
ADDITIONAL REQUIREMENTS FOR CONDUIT AND DATA/AUDIO VISUAL DEVICES.
PROVIDE ALL REQUIRED BOX ACCESSORIES FOR COMPLETE AND FUNCTIONAL 
INSTALLATION. COORDINATE FLOOR TYPES WITH CONSTRUCTION MANAGER. 
COORDINATE COVER AND FINISH WITH ARCHITECT. COMPLY WITH MANUFACTURERS 
INSTALLATION REQUIREMENTS.
PROVIDE CORROSION/MOISTURE RESISTANT COATING FOR BOXES INSTALLED IN 
SLAB ON GRADE.

(X)

(X)

EF EXHAUST FAN

VS VACANCY SENSOR

a,b

a,b

DEVICE LABELING REQUIREMENT
USING ADHESIVE BACKED PRINTED TAPE, LABEL ALL RECEPTACLES, SWITCHPLATES AND 
EQUIPMENT. LABEL SHALL LIST PANEL DESIGNATION AND CIRCUIT NUMBER. TAPE SHALL BE 
ATTACHED TO THE FACE OF RECEPTACLE OR EQUIPMENT.

THIS PROJECT IS DESIGNED FOR A MAXIMUM TOTAL VOLTAGE DROP OF 5% AS PER 2023 FBC ENERGY 
CONSERVATION C405.5.3.

VOLTAGE DROP REQUIREMENT

RECESSED LINEAR LUMINAIRE - CEILING MOUNTED

RECESSED LINEAR LUMINAIRE - CEILING MOUNTED, EMERGENCY POWER
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